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COMPETITIVE EDGE

EASE OF HANDLING

Lifting Hook (SS316) provided 
for ease of access while 
operations.

ANIT-CORROSIVE

High torsional strength shaft 
(SS410)

SPECIAL FEATURE
Inbuilt with Moisture & Temperature 
Sensor to protect motor on special 
request

MODULAR SEALING SOLUTION
Dual TC vs TC mechanical & Oil 
seal, which offers double sealing, 
reliability and zero leakage into 
motor abrasive & muddy 
environment, Therefore, reducing 
the risk of failure & ensure long 
life between service intervals.

POWER CABLE

100% Water & Oil proof, PVC
insulated, double sheathed, copper
conductor flexible cable of 10 mtrs
length.

MOTOR PROTECTION

F class insulated winding 
(temperature rise to 155°C) 
embedded with thermal sensor in 
stator winding which protects the 
motor in the event of excessive 
high temperature.

BALL BEARING
Bearing system includes Angular,
Radial & Tapper Ball bearing which are 
filled with with high temperature greases 
containing special anti-corrosive 
addictive & can withstand radial and 
axial thrust which ensure long life and 
makes it suited for extreme working 
conditions.

HIGH WEAR RESISTANCE
Impeller in SS/ CI grade resists 
wear & tear caused by abrasive 
particles & enables pump for 
extended performance.

Pumping Station Drainage & Sewage works Lifting Station Paper Mill

APPLICATION

Iron & Steel Industries Mech./ Eng./ Chemical Industries Industrial Water & Refinery Municipal Application

* H class insulation winding Also Available.



TECHNICAL SPECIFICATION

CSW Series, Medium Head - 4 Pole

CSW Series, Medium Head - 6 Pole

CSW Series, Low Head - 6 Pole

CSW Series, Low Head - 4 Pole
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